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MONACOR SP 50 X FULLRANGE

EI{S LYON MONACOR SP 50 X FULLRANGE

F Suggest article
F Website Monacor English

Shortdata
usage as:

Power handling

Voice coil @:

Voice coil height;

Voice coil material:

Air gap height:

Air 9ap filling:

l4agnet O;

Mag net-height:
14agnet weight:
Mag net-i nducta nce

f4ech. Compliance

lvloving f4ass

mech. Resistance

1.4ax. Displacement
BL Product

Fullrange Frequency-

25 Watt range:

B Ohm Sound pressure:

26

0

Aluminium

0

0

0

0

0

Cms

Nlms:

Rms:

Xmax I

Bll

tvld:

Sd:

tmax:

$$"Fûx (1il.il};û)

mm

mm

s
T

7.24 m m/N

4.5 s
0 kqls- L

0 mm
4.3 N/A

0

75 cm2

kHz

65 Hz

20 kHz

91 dB

sP-50x
Full range speaker, 50 W MAX, I Ohm
Soft inverse surround, lonq excursion with stable sheet steel basket.

Specifications:
Overall Diam:

Baffle cutout:
Depth:

Front. 14aterial:

Frame 14aterial:

14embrane Typ:

lvlembrane Surn
lulembrane lr'lat.:

Dustcap ['lat.:

Th iele-sma ll-Pa ra meters:
Resonance frq.

Mechanical Q
Electrical Q
ïotal Q

Equivalent Ajr-Vol.

DC Resistance

Coil Inductance

Efficiency

65

1.95

0.68

0.5
9

6.8 Ohm l'.4embrane- O

0.35 mH lYembrane-Area

0 a/o [4ax.cuto'f frequency

0

Steel plate

Cone

Paper

fms:

Qms I

Qes:

Qts:
vas:

Re:

Le:

N ref:

mm

mm

mm

mm

mm

NZ

Liter
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