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Dote : 03 December 2018 Serlcl number : 5478251 t,>-
Outputsignol : 0to5Vdc
Pressure connection : GIl4 Femole
Customer port number '. 7463546

Supply voltoge : 7 to 16 V dc
Pressûre ron-ge ' 0 to 6 bor gouge ,l'sq''ll" c
Portnumber : PMP5074-TB-A1-CA-H1-PA

Electricol Detoils

Power Supply Requirements
Supply vo|to9e........... 7to16Vdc

Output Signol
.............0 to 5 V dc (3 wire)

Electricql Connection

DIN 43650 form A

Wiring Detoils
+ve Supply

Colibrotion Doto

Zero ond Spon Check
Low Ronge Output : 0.000 V
Full Ronge Output : 5.000 V

Spon 5.000 v

Capteur en Inox Inconel 3161 pour gaz et liquides

Pression relative: 0 - 6 Bars

Overpressure:4xFS
Précision: +l-0,2%tS
T":-20à+80"C
BP:0à5KHz

Borne Rouge <- entrée + 12 Vdc

Borne Verte -) sortie 0 - 5 V

BorneNoire=0Vcommun
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Spon ond Zero Setting

To odjust the spon ond zero setting for the pressure tronsducer:

L Remove the electricol connector to occess the zero ond spon potentiometers.

Z- Connect the powêr supply to the tronsducer ond ollow the tronsducer to get to o stoble temperoture.

5" Connect the pressure source ond set to the necessory zero pressure volue.

4" Adjust the zero potentiometer to the required output ot zero pressure.

Zero Spon

5. Set the pressure source to the necessory full-scole pressure volue.

5. Adjust the spon potentiometer to the required output ot full-scole pressure.

7. Releose the pressure.

8. Disconnect the pressure source ond power supply.

9. Refit the electricol connector.
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